ROCK SCOUR APRON

(INSTALLED DURING LOW SIDE
COMMISSIONING % NOTES :
2 BY SW360) -
- 1. BACKFILL, BEDDING AND BUOYANCY DESIGN BY ENGINEER OF RECORD.
{ 2. FILTERRA® UNIT FITTED WITH SWIFTLIFT OR HAIRPIN LIFTING POINTS. SPREADER BARS

REQUIRED TO AVOID DAMAGE TO CONCRETE EDGES DURING OFF-LOADING.

3. TO PROTECT MEDIA FROM CONSTRUCTION RELATED EROSION RUNOFF, FILTERRA ®
UNIT IS DELIVERED WITH BOXING OVER MEDIA. BOXING TO BE REMOVED ONLY BY
STORMWATER360® DURING COMMISSIONING.

4. MULCH, PLANTING AND ROCK SCOUR TO BE INSTALLED DURING COMMISSIONING BY

STORMWATER360®. COMMISSIONING TO OCCUR ONLY WHEN PAVEMENT IS INSTALLED,

AND SITE IS CLEAN.

PLANT SELECTION BY OTHERS BASED ON STORMWATER360 ® PLANT GUIDE.

CALL 0800STORMWATER FOR COMMISSIONING.

OVERFLOW BYPASS CATCH PIT TO BE INSTALLED DOWNSTREAM OF FILTERRA ® UNIT.

RECOMMENDED THAT FLEXIBLE COUPLINGS USED ON OUTLET TO ALLOW FOR

CLEANOUT PORT
(WITH ACCESS CAP)

©No !

g - 0 [ POTENTIAL SETTLEMENT.
9. CONCRETE STRUCTURE DESIGNED TO HN-72.
MULCH
(INSTALLED DURING
COMMISSIONING ESTIMATED WEIGHT :
BY SW360) CONCRETE VAULT + MEDIA
+ DRAINAGE LAYER
MASS = 7350 Kg
MASS OF LID =1700 Kg
S B 900 x 900 TREE GRATE
N (FRAME CAST INTO LID)
140 —= 1800 ~—140
(KERB & CHANNEL OMITTED FOR CLARITY)
MULCH

(INSTALLED DURING
COMMISSIONING
BY SW360)

CLEANOUT FRAME AND
COVER CAST INTO LID

CLEANOUT PORT

CLEANOUT PORT
WITH ACCESS CAP
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COMMISSIONING (FRAME CAST INTO LID) ROCK SCOUR APRON
BY SW360) (INSTALLED DURING
COMMISSIONING
MULCH BY SW360)
ROCK SCOUR APRON (INSTALLED DURING 304 SS NOSING ON THIS
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A KERB AND CHANNEL FORMED

(WITH ACCESS CAP) o =
ry]
PONDING LEVEL 5 \1 l \ """""""" : T ko "_ ON SITE BY CONTRACTOR
77777! 77777 .0 I PR 75 I 77[-._-|A7‘.7~ N
A e e e _PONDING o
NN NSNS SR
o 7o) O
- i~ e 0~ © TIE-IN DETAIL 2
- s T © 3 BY CONTRACTOR T 1
@ 100 uPVC (DWV) —— —— @100 uPVC (DWV) 2 =
COUPLING (BLANK . COUPLING (BLANK ‘ , ~
UNUSED OUTLET)  gum [V wmp UNUSEDOUTLET) 3 ]
OUTLET [ 7 r #er 2o W N\ fee T L0 T T ouTLeT } )
o
DRAINAGE LAYER = DRAINAGE LAYER
140 —= 1800 ~=~—140 140 —= 1800 ~=—140
@filterra
THIS PRODUCT MAY BE PROTECTED BY ONE OR MORE OF
THE FOLLOWING U.S. PATENTS: 6,277,274 6,569,321;
7,625,485; 7,425,261, 7,833,412, RELATED FOREIGN PATENTS.
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